smartwall pro kit 09

HP-K-09

Smartwall Pro ™ Modular exhibits and counters are a perfect solution for the
serious exhibitor. Exhibits feature heavy-duty aluminum extrusion frames and
push-fit fabric graphics. Count on making an unforgetable impact with Smartwall

Pro Modular exhibit kits, counters, and accessories.

[lluminated wall

llluminated wall

features and benefits:

- Silver aluminum extrusion frame

- llluminated SEG push-fit graphic panel
with interior top and bottom LED lighting

- Single-sided SEG dye-sublimated push-fit
fabric graphics

dimensions:

Hardware

Assembled unit: 228.38"w x 94.75"h x 40.13"d
5800.85mm(w) x 2406.65(h) x 1019.3mm(d)

Tables: 21"w x 40.5"h x 19.7"d
533.4mm(w) x 1028.7mm(h) x 500.38mm(d)
Tables holds max weight 25 Ibs / 11.34 kgs

Counter: 30.63"w x 40.5"h x 18.75"d
778mm(w) x 1028.7mm(h) x 476.25mm(d)
Counter holds max weight 50 Ibs / 22.68 kgs

Shipping

Shipping dimensions - ships in 3 cases:
2 OCH2 case: 52"Ix30"h x 15"d
1320.8mm(l) x 762mm(h) x 38 Tmm(d)

1 SCRATE case: 59”1 x 57"h x 34"d
1498.6mm(l) x 1447.8mm(h) x 863.6mm(d)

Approximate shipping weight (entire kit):
503 Ibs /228 kgs

additional information:

Fabric material:

Dye-sublimated fabric and UV 6mm white
Sintra infills

Tabletop color options:

silver black mahogany natural

- Kit includes frame, five fabric graphic pan -
els, two illuminated graphic panels, twota -
bles, one counter, four 200 LED floodlights,
two small monitor mounts, one medium
monitor mount and two OCH2 molded cases
and one SCRATE molded case

- Lifetime hardware warranty against
manufacturer defects

Graphic

Total visual area:
Panels A & G: 36.05"w x 94.375"h

Panels B & F (backlit graphics):
35.3"w x 94.375"h

Panel D:35.3"w x 94.375"h
Panels C & E: 24.375"w x 94.375"h

Please be sure to include a 2" bleed
around the perimeter.

Refer to related graphic templates for
more information

Lights Included: Lumina 200 LED floodlight,
straight arm and adjustable head, black
finish, 19.5” from end to end

Small monitor brackets hold 13-39” LCD,
maximum weight: 50lbs / 22.7 kgs

Medium monitor bracket holds 26-40” LCD,
maximum weight: 25lbs / 11.34 kgs
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Code # |Description

UNPRINTED B1 1 94" (H) X 34 15/16" (W) WHITE FABRIC W/ FCE-2 (SEG) ON PERIMETER R-HP-K-09
UNPRINTED B2 1 194" (H) X 34 15/16" (W) WHITE FABRIC W/ FCE-2 (SEG) ON PERIMETER B O M
LN114-S2-450 4 |LINEAR FOOT WITH COUNTERSUNK HOLES, NIKE HAMMERTONE SILVER, 450MM LENGTH

R26 6 |900MM (35.43") PHFC4 EXTRUSION WITH MITRE CUT BOTH ENDS

CB9 12 |CB9 CORNER BRACKET il [] il []
IB2 14 |INLINE BRACKET CONNECTOR 5 ot
GRAPHIC B1 1 194.5"H X 35.43"W BACKLIT DYESUB GRAPHIC W/FCE-2 ON PERIMETER

R27 12 |1200MM (47.24") PHFC4 EXTRUSION WITH MITRE CUT 1 END FOR CB9 ONE END-IB2 HOLES ONE END

LED-WHT-DB-300 32 |300MM (11.81") LENGTH LED LIGHTS FOR DIRECTIONAL BACKLIGHT

V-M-BRACKET-01 2 |VM1 MONITOR BRACKET

SM-MB 2 |SMALL MONITOR BRACKET

SW-FOOT 4 |SMARTWALL SUPPORT FOOT

R24 8 |1200MM (47.24") 50MM PM2S SQUARE EXTRUSION WITH STOP AT 155MM

R25 4 |PH4SC-300MM (11.81") EXTRUSION WITH TENSION GLIDES

RS 2 |300MM (11 13/16") PH WITH LOCKS AT BOTH ENDS

V-LG-05 2 [1005MM X 425MM (39 9/16" X 16 3/4") RECTANGLE LEG 50MM CHANNEL

V-WS-CT-01 2 |500MM X 538MM (19 11/16" X 21 3/16") TAPERED WORKSTATION TOP

CB9-S 16 |50MM SQUARE PHCF2 CORNER BRACKET

R20 8 |PHFC2-8R-20 EXTRUSION WITH LOCKS 2 ENDS

R28 16 |1155MM (45.47") PHFC2 EXTRUSION WITH IB2 HOLE ONE SIDE-WITH LOCK 1 END WITH SIDE CAM LOCKS

LEDL10S 4 |LED SPOTLIGHT,3M,UL PLUG W/TRANSFORMER SILVER )
GRAPHIC A1 1 194.5"H X 36.182"W SINGLE SIDED DYESUB GRAPHIC W/FCE-2 ON PERIMETER ' Q
GRAPHIC A2 1 194.5"H X 36.182"W SINGLE SIDED DYESUB GRAPHIC W/FCE-2 ON PERIMETER Q
GRAPHIC B2 1 194.5"H X 35.43"W BACKLIT DYESUB GRAPHIC W/FCE-2 ON PERIMETER % ;
GRAPHIC A4 1 194.5"H X 36.182"W SINGLE SIDED DYESUB GRAPHIC W/FCE-2 ON PERIMETER —
GRAPHIC A3 1 194.5"H X 36.182"W SINGLE SIDED DYESUB GRAPHIC W/FCE-2 ON PERIMETER ~ i
MM-MB 1 |MEDIUM MONITOR BRACKET FOR MONITORS 15"-40"

GRAPHIC C 1194 1/2" (H) X 35 7/16" (W) BACKLIT DYESUB GRAPHIC W/ FCE-2 (SEG) ON PERIMETER

R12 2 [1155MM (45.47") 100MM PM4R8 ROUND EXTRUSION WITH LOCKS 1 END WITH PH2 STOP AT 155MM

R14 1 |300MM (11.81") PM4D CONNECTOR WITH TENSION GLIDES

R110 2 [100MM (3.94") PH EXTRUSION WITH LOCKS 2 ENDS

m/f‘
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[6096mm]

1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

1 Ol_oll
[3048mm]

2400mm = (94 1/2") W Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") (ll) Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . . )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

Eﬁ:ﬂ -

ﬁnﬁ PHFC4

T PHFC2
Jd__IL PH

E PH4SC

HYBRID PRO RENTAL KIT

Title: SET-UP INSTRUCTIONS

(4) LED LIGHTS = 50W PER STICK
(36) LED-WHT-DB-300 = 24 W PER UNIT

EP




LED-WHT-DB-300 LIGHTS

ASSEMBLE
FRAME

Q INSTALL LIGHTING STRIPS Q
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POWER
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LED-DB-CL-DCJ-600

m CONNECTING END LINE JACK CONNECT TO POWER
CONNECT LIGHTING STRIPS %] TO POWER SUPPLY SUPPLY.
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LIGHTING
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EXTENSION CORDS
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BUILD 2 UNITS
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1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

2400mm = (94 1/2") ¥ Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") (ll) Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . . )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

Eﬁ:ﬂ -

EF PHFC4

T PHFC2
Jd__IL PH

E PH4SC

HYBRID PRO RENTAL KIT

Title: SET-UP INSTRUCTIONS




Code # |Description

R26 4 |900MM (35.43") PHFC4 EXTRUSION WITH MITRE CUT BOTH ENDS

CB9 8 |CB9 CORNER BRACKET

IB2 4 |INLINE BRACKET CONNECTOR

R27 8 |[1200MM (47.24") PHFC4 EXTRUSION WITH MITRE CUT 1 END FOR CB9 ONE END-IB2 HOLES ONE EN
LED-WHT-DB-300 36 [300MM (11.81") LENGTH LED LIGHTS FOR DIRECTIONAL BACKLIGHT

BUILD 2 UNITS
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1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

2400mm = (94 1/2"
2100mm = (82 5/8"
1800mm = (70 7/8"
1500mm = (59")

1200mm = (47 1/4"
900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . . )
300mm = (11 7/8") G (point of distrution)

W7 Phone Line / Fax
@ Internet connection

Outlet

Wire running under carpet

Eﬁ:ﬂ -

EF PHFC4

T PHFC2
Jd__IL PH

E PH4SC

HYBRID PRO RENTAL KIT

Title: SET-UP INSTRUCTIONS




1. Redesign of this exhibit without approval by

Code # Description manufacturer may result in dangerous and unsafe
LN114-S2-450 4 |APPROX. 450MM X 100MM POWDER-COATED STEEL BASE PLATE " ] siuctures, Manufachrerdisciaims any responsiviiyfo
GRAPHIC B 1 194.5"H X 35.43"W BACKLIT DYESUB GRAPHIC W/FCE-2 ON PERIMETER 2 pots s comperents s s et ra
UNPRINTED B 1 194.5"H X 32.43"W WHITE FABRIC W/FCE-2 ON PERIMTETER - Where ever possible sizes have been noted in |
GRAPHIC B2 1 194.5"H X 35.43"W BACKLIT DYESUB GRAPHIC W/FCE-2 ON PERIMETER u U ominal” rafors o apoamete S
UNPRINTED B2 1 194.5"H X 32.43"W WHITE FABRIC W/FCE-2 ON PERIMTETER P TS TR T

2100mm = (82 5/8")
1800mm = (70 7/8") @ Internet connection

1500mm = (59") (II)
1200mm = (47 1/4") Outlet
ggg:g f gg ;g:; Main Drop
300mm ; (11 7/8" G (point of distrution)
| —————————— | | —(———— | - VEre-ru;ﬂ@ l;d;c;p; -
E:EH -
UNPRINTED B T PHFC4
) GRAPHIC B T o
Jd_TC PH
[] PHasc

LINER
TO THE

HYBRID PRO RENTAL KIT
THE BOOTH LN114-S2-450
LN114-S2-450

A

BUILD 2 UNITS




Description 1. Re?estign of this exhill‘)i} V\'/dithogut approvzl by "
manufacturer may result in dangerous and unsafe
CBY-S | 16 |50MM SQUARE PHCF2 CORNER BRACKET s, MerufacutrSaams sty for
R20 8 PH FC2-8R-20 EXTRUSION WITH LOCKS 2 EN DS 2. Parts and components such as panels and

extrusions are manufactured to metric sizing.

Where ever possible sizes have been noted in

R19 16 |1155MM (45.47") PHFC2 EXTRUSION WITH IB2 HOLE ONE SIDE-WITH LOCK 1 END feet and inches as well as in metric. Below is the
IBZ 8 INLlNE BRACKET CONNECTOR imperial to metric sizing table as reference.

"Nominal" refers to approximate size.

2400mm = (94 1/2"
2100mm = (82 5/8"
1800mm = (70 7/8"

LOCK FRAM ES 1500mm = (59")

1200mm = (47 1/4" (ll) Outlet
TO LIG HTBOX 900mm f (35 1/2::) Main Drop
2882$ _ Eﬁ' 352..; G (point of distrution)

W7 Phone Line / Fax
@ Internet connection

LOCK FRAMES = Wirs runming under carpet
TO LIGHTBOX T
— sbd, R20 CB9-S
B / PM2S2
| | CB9-S d
SIDE \$
| LOCKS _ PHEC4
SIDE
LOCKS
| — A/R19 T PHFC2
SIDE
— LOCKS
R19— I PH
SIDE
LOCKS |j /|BZ [] PHesc

SIDE R19
LOCKS SIDE

i LOCKS
R1 9/m HYBRID PRO RENTAL KIT
SIDE
LOCKS Title: SET-UP INSTRUCTIONS

CB9-S

} R20

CB9-S
BUILD 4 UNITS 4




Description 1. Redesign of this exhibilt without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for

94.5"H X 36.182"W SINGLE SIDED DYESUB GRAPHIC W/FCE-2 ON PERIMETER siructures Merufacurer disclams ary responsi
94.5"H X 361 82"W SINGLE SIDED DYESUB GRAPHIC W/FCE'2 ON PERIMETER 2. Parts and components such as panels and

extrusions are manufactured to metric sizing.
94.5"H X 36.182"W SINGLE SIDED DYESUB GRAPHIC W/FCE-2 ON PERIMETER Where ever possibl szes have beer nated in _
imperial to metric sizing table as reference.

945"H X 361 82"W SINGLE SIDED DYESUB GRAPHIC W/FCE'2 ON PERIMETER "Nominal" refers to approximate size.

Code

GRAPHIC A1
GRAPHIC A2
GRAPHIC A4
GRAPHIC A3

PR P P N -

2400mm = (94 1/2") ¥ Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") (II) Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . " )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

PM2S2

)
Ll

PHFC2

GRAPHIC A4

PH

g
GRAPHIC A3-, a7 ’
g |

GRAPHIC A2

PH4SC

| HYBRID PRO RENTAL KIT
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— e Title: SET-UP INSTRUCTIONS
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1. Redesign of this exhibit without approval by

COde # Description manufacturer may result in dangerous and unsafe

SW-FOOT | 4 |SMARTWALL SUPPORT FOOT s, MerufacutrSaams sty for

R15 8 1200MM (4724") 50MM50MM PMZS SQUARE EXTRUSION WITH STOP AT 155MM 2)(55;;:Snda::eorr:g?]:?:éts;:gr:oafnz:‘?celsslzal:g

R25 4 |PH4SC-300MM (11.81") EXTRUSION WITH TENSION GLIDES Where ever possible sizes have boen noted in _
imperial to metric sizing table as reference.

"Nominal" refers to approximate size.

2400mm = (94 1/2") ¥ Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") (II) Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . g )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

E:ﬂ PM2S2
LOCK FRAME s
TO POST i i
R15
LOCK FRAME PHFC2
LOCK FRAME TOPOST _—
R15 * j:E PH
LOCK FRAME ®
_ V’j
TO POST ——F ] prasc
R15 ‘
‘@ z R25
R
R15
R23 | HYBRID PRO RENTAL KIT
! \ L
SIDE | \ (| | — !
LOCKS ' | / ) é:ﬁn- Title: SET-UP INSTRUCTIONS
R15 N— /
e SwW F00TEl SW-FOOT
e —aw.
SW-FOOT




Code # |Description

V-M-BRACKET-01| 2 [VM1 MONITOR BRACKET

SM-MB 2 |SMALL MONITOR BRACKET

R8 2 [300MM (11 13/16") PH WITH SLIDE LOCK AT BOTH ENDS

V-LG-05 2 [1005MM X 425MM (39 9/16" X 16 3/4") RECTANGLE LEG 50MM CHANNEL
V-WS-CT-01 2 [500MM X 538MM (19 11/16" X 21 3/16") TAPERED WORKSTATION TOP

1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

2400mm = (94 1/2") ¥ Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") (II) Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . " )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

Eﬁ:ﬂ -

EF PHFCA

T PHFC2
Jd__IL PH

D PH4SC

HYBRID PRO RENTAL KIT

Title: SET-UP INSTRUCTIONS




Code #

Description

LEDL10B 4

LED SPOTLIGHT,3M,UL PLUG W/TRANSFORMER BLACK

LIGHT

LEDL10B

LEDL10B

LEDL10B

LEDL10B

1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

2400mm = (94 1/2") ¥ Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") (II) Outlet

900mm = (35 1/2") Main Drop

gggzg = Eﬁ ?;g"; G (point of distrution)

Wire running under carpet

Eﬁ:ﬂ -

EF PHFCA

T PHFC2
Jd__IL PH

D PH4SC

HYBRID PRO RENTAL KIT

Title: SET-UP INSTRUCTIONS




# |Description
R27 4 |1200MM (47.24") PHFC4 EXTRUSION WITH MITRE CUT 1 END FOR CB9 ONE END-IB2 HOLES ONE END
R26 2 |900MM (35.43") PHFC4 EXTRUSION WITH MITRE CUT BOTH ENDS
CB9 | 4 |CB9 CORNER BRACKET
IB2 2 |INLINE BRACKET CONNECTOR
R12 2 |1155MM (45.47") 100MM PM4R8 ROUND EXTRUSION WITH LOCKS 1 END WITH PH2 STOP AT 155MM
R14 1 |300MM (11.81") PM4D CONNECTOR WITH TENSION GLIDES

R26 CB9
SLIDE
SQUARE HEAD
2X— BOLTS
INTO MIDDLE
CHANNEL

CB9

R27

1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

2400mm = (94 1/2"
2100mm = (82 5/8"
1800mm = (70 7/8"
1500mm = (59")

1200mm = (47 1/4" (ll) Outlet

900mm = (35 1/2") Main Drop
gggmg - Eﬁ’ ?;g; G (point of distrution)

Wire running under carpet

W7 Phone Line / Fax
@ Internet connection

IB2

R27

R12

R27

Eﬁ:ﬂ -

ﬁnﬁ PHFC4

T PHFC2
Jd__IL PH

E PH4SC

HYBRID PRO RENTAL KIT

Title: SET-UP INSTRUCTIONS

/ CB9

CB9
R26




Code # |Description rancfactarer may resul in dangérove and unsafe
MM-MB 1_|MEDIUM MONITOR BRACKET FOR MONITORS 15"-40" sinuctures Merufacurer disclams ary responsiiiyfr
GRAPHIC C | 1 |94 1/2" (H) X 35 7/16" (W) BACKLIT DYESUB GRAPHIC W/ FCE-2 (SEG) ON PERIMETER 2. Pt oponets 2 s
SW-FOOT | 2 |SMARTWALL SUPPORT FOOT Minar everposskile sz haveboun fed
R110 2 [100MM (3.94") PH EXTRUSION WITH LOCKS 2 ENDS — = ominal raiors o sporosimate S

2400mm = (94 1/2"
2100mm = (82 5/8"
1800mm = (70 7/8" @ Internet connection

W7 Phone Line / Fax

GRAPHIC C 1500mm - (597)
1200mm = (47 1/4" (ll) Outlet
900mm = (35 1/2") .
LOCK COUNTER 600mm = (23 5/8") G Ma!n Dropl i
TO R110 300mm = (11 7/8") (point of distrution)
N —————"\ - VTire.rum in.g L;d;c;p; -
NN
\ = )
TOP VIEW |
|
' PM2S2

Ll

FOR MONITOR
MOUNT

W/ HOLES |
PHFC2

)
]
J

]

W/ SLITS

PH

R110

PH4SC

Title: SET-UP INSTRUCTIONS

FOR R11N_Q'/
\/m .
SW-FOOT SW-FOOT HYBRID PRO RENTAL KIT
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Code Description

GRAPHIC 43 3/8" (H) X 15 1/2" (W) SINGLE SIDED DYESUB GRAPHIC W/ FCE-2 (SEG) ON PERIMETER
R6 300MM (11.81") PHFC2 EXTRUSION WITH LOCKS 2 ENDS

R5 100MM (3.94") PHFC2 EXTRUSION WITH LOCKS 2 ENDS

R109 910MM LENGTH 30mm (1.18 Inch) TUBE

R4 600MM (23.62") PHFC2 EXTRUSION WITH LOCKS 2 ENDS

VFC-04-CT 3' X 2' LAMINATE COUNTER TOP [ BLACK THERMAFORM ]

R3 986MM (38.82") PMFC2-90 EXTRUSION-WITH LOCKS BOTH ENDS

PMFC2-90 CAP

PMFC2 90 DEGREE EXTRUSION CAP

R2

288MM (11.34") PH1 EXTRUSION WITH LOCKS 2 ENDS

13 [\C7N N (S N NG NG [N RO OO PG NG PG R 1

R1 910MM (35.82") 50MM PM2S SQUARE EXTRUSION WITH LOCKS 2 ENDS

VFC-04-CT-S INTERNAL SHELF FOR VECTOR COUNTER VFC-04(]

GRAPHIC 43 3/8" (H) X 77 1/4" (W) SINGLE SIDED DYESUB GRAPHIC W/ FCE-2 (SEG) ON PERIMETER
PE-1000 1000MM (39.37") PE EXTRUSION

CB10-R 50MM ROUND PHCF2 CORNER BRACKET

BOM

183

7

L e Ak ot ¢~




2'-6 5/8"
[776.5mm] >
[
|
e L
1'-6 3/4"
[476.5mm]
‘\_1 I \_1‘
‘!_\ 1 !_\‘

1'-6 3/4"
[476.5mm]

|

3-41/2"
[1030mm]

1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

2400mm = (94 1/2") W Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") (ll) Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . . )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

PM2S2

PHFC4

PHFC2

PH

PH4SC

PH1

PMFC2-T

PMFC2-90

QB n[]ﬂ:ﬂng A

HYBRID PRO RENTAL KIT

Title: SET-UP INSTRUCTIONS
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Code # |Description

R6 4 |300MM (11.81") PHFC2 EXTRUSION WITH LOCKS 2 ENDS
R109 4 |910MM LENGTH 30mm (1.18 Inch) TUBE

CB10-R 8 |50MM ROUND PHCF2 CORNER BRACKET

CB10-R

CB10-R

BUILD 2 UNITS

R109

R6 C

CB10-R

N

R
i
R6 CB10-R
R109

B10-R

R109
il

CB10-R

N

(o))

R6

R109

CB10-R

CB10-R
|

. Redesign of this exhibit without approval by
anufacturer may result in dangerous and unsafe
ructures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

23~

2. Part: d components such as panel d
extru e manufactured to met g
Wher possible sizes have beel ted
feet and inches as well as in metric. Below is th
imperial to metric sizing table as refe

"Nominal" refers to approximate size.

2400mm = (94 1/2") ¥ Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . . )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

PM2S2

PHFC4

PHFC2

PH

PH4SC

PH1

PMFC2-T

PMFC2-90
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Code # |Description

R5 4 |100MM (3.94") PHFC2 EXTRUSION WITH LOCKS 2 ENDS

R4 2 |600MM (23.62") PHFC2 EXTRUSION WITH LOCKS 2 ENDS

R3 2 [986MM (38.82") PMFC2-90 EXTRUSION-WITH LOCKS BOTH ENDS
PMFC2-90 CAl 4 |PMFC2 90 DEGREE EXTRUSION CAP

R1 1 [910MM (35.82") 50MM PM2S SQUARE EXTRUSION WITH LOCKS 2 ENDS

1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

PMFC2-90 CAP

RS

RS

PMFC2-90 CAP

PMFC2-90 CAP

PMFC2-90 CAP

2400mm = (94 1/2"
2100mm = (82 5/8"
1800mm = (70 7/8"
1500mm = (59")

1200mm = (47 1/4"
900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . . )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

W7 Phone Line / Fax
@ Internet connection

Outlet

PM2S2

PHFC4

PHFC2

PH

PH4SC

PH1

PMFC2-T

PMFC2-90
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Code # |Description

GRAPHIC 1 |43 3/8" (H) X 15 1/2" (W) SINGLE SIDED DYESUB GRAPHIC W/ FCE-2 (SEG) ON PERIMETER
R2 4 |288MM (11.34") PH1 EXTRUSION WITH LOCKS 2 ENDS

VFC-04-CT-S | 1 |INTERNAL SHELF FOR VECTOR COUNTER VFC-04[]

GRAPHIC 1 |43 3/8" (H) X 77 1/4" (W) SINGLE SIDED DYESUB GRAPHIC W/ FCE-2 (SEG) ON PERIMETER
PE-1000 2 [1000MM (39.37") PE EXTRUSION

GRAPHIC

GRAPHIC

GRAPHIC

\
VFC-04-CT-S

PE-1000

ks

1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

==

2400mm = (94 1/2") ¥ Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") (II) Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . " )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

PM2S2

PHFC4

PHFC2

PH

PH4SC

PH1

PMFC2-T

PMFC2-90
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Code

Description

VFC-04-CT

3' X 2' LAMINATE COUNTER TOP [ BLACK THERM

VFC-04-CT
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1. Redesign of this exhibit without approval by
manufacturer may result in dangerous and unsafe
structures. Manufacturer disclaims any responsibility for
redesigned exhibits it does not approve in writing.

2. Parts and components such as panels and
extrusions are manufactured to metric sizing.
Where ever possible sizes have been noted in
feet and inches as well as in metric. Below is the
imperial to metric sizing table as reference.
"Nominal" refers to approximate size.

2400mm = (94 1/2") ¥ Phone Line / Fax
2100mm = (82 5/8")

1800mm = (70 7/8") @ Internet connection
1500mm = (59")

1200mm = (47 1/4") Outlet

900mm = (35 1/2")

- " Main Drop
600mm = (23 5/8") . " )
300mm = (11 7/8") G (point of distrution)

Wire running under carpet

PM2S2

PHFC4

PHFC2

PH

PH4SC

PH1

PMFC2-T

PMFC2-90
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PACKING INSTRUCTIONS



g; Efg, (8)R20, (6) R26, (4) R27 (8) R27, (8) R28

CASE # 1

GREY FOAM FOLDED TO FILL EMPTY SPACES OR




(2) SM-MB, (4) L114-S2-450
FABRIC GRAPHICS
LED-WHT-DB-300 LIGHTS

(6) R24, (4) R28,
(1) R12, (6) SW-FOOT

(1) R12, (2) LED L10S LIGHTS
HARDWARE KIT,
(1) MM-MB

CASE # 2

GREY FOAM




(4) R2, (4) R6, (4) R5,
(2) R110, (2) R3, (2) R4, (1) V-WS-CT-01 1) V-WS-CT-01 INTERNAL SHELF

(2) R8, (2) R110

CASE # 3

(2) V-LG-05, (4) R28,
(1) VFC-04-CT (2) R24
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